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STEP 1 -  CONNECT HOST INTERFACE

SCANNER FEATURES  

See Product Reference Guide
for detailed information

NOTE: Cables may vary depending on configuration

STEP 2 - SET UP INTERFACE (Scan Host Bar Codes)

1 Scan Window
2 Scan Trigger   
3 LED                  
4 Beeper            

USB

Keyboard Wedge

USB 
Scan ONE of the bar codes below

Keyboard Wedge 
Scan a bar code below

*USB KEYBOARD (HID)

SNAPI WITHOUT IMAGING

IBM PC/AT and IBM PC COMPATIBLE

IBM HAND-HELD USB

SIMPLE COM PORT EMULATION

IBM TABLE TOP USB

USB CDC Host

1. Insert cable fully so that the connector is flush with the scanner surface.
2. Loosen metal lock plate screws using a PH1 driver.
3. Slide lock plate to fully locked position.
4. Tighten screw using a PH1 driver (torque: 5 in-lb).

IBM 46XX IBM 46XX 
Scan ONE of the bar codes below

 The Auto-Host Detect Cable feature automatically detects the host interface type,
 but there is no default setting. Scan one of the bar codes below to select the
 appropriate port.

NON-IBM SCANNER EMULATION (PORT 5B)

HAND-HELD SCANNER EMULATION (PORT 9B)

TABLE-TOP SCANNER EMULATION (PORT 17)

ACCESSORIES  

The interface cable automatically detects the host interface type and uses the
default setting. If the default (*) does not meet your requirements, scan another
host bar code below.

 The interface cable automatically detects the host interface type and uses the
 default setting. If the default (*) does not meet your requirements, scan another
 host bar code below.

The Auto-Host Detect Cable feature automatically detects the host interface type 
and uses the default setting. If the default (*) does not meet your requirements, 
scan the IBM PC/AT and IBM PC COMPATIBLE bar code below.

USB - OVERRIDE CAPS LOCK  KEY (ENABLE)

*USB - DO NOT OVERRIDE CAPS LOCK KEY (DISABLE)

*IBM AT NOTEBOOK

SNAPI WITH IMAGING

SSI OVER USB CDC 

USB OPOS HAND- HELD

RS-232 RS-232 
Scan ONE of the bar codes below

ICL RS-232

NIXDORF RS-232 MODE A

NIXDORF RS-232 MODE B

FUJITSU RS-232

OPOS/JPOS

*STANDARD RS-232

http://www.zebra.com/3600series

USB CAPS LOCK OVERRIDE BAR CODE  

ADD A TAB KEY 
To add a Tab key after scanned data, scan 
the bar code below.  

ADD A TAB KEY

TAB KEY BAR CODE

RETURN TO FACTORY DEFAULTS

SET DEFAULTS / ENTER KEY BAR CODESCABLE ATTACHMENT

ADD AN ENTER KEY

To add an Enter key after scanned data, scan
the bar code below.

(Carriage Return/Line Feed)

ADD AN ENTER KEY (CARRIAGE RETURN/LINE FEED)

DS3608

Quick Start Guide

Digital Scanner
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Intellistand

Forklift Holder
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DS3608-SR - Label not applicable.
DS3608-DP - Label located on side 

of scanner.

Pulse Duration: Continuous

Complies with 21CFR1040.10 &
1040.11 except for deviations
pursuant to Laser Notice NO. 50,
dated June 24, 2007 and
IEC/EN 60825-1:2007 and/or
IEC/EN 60825-1:2014

Zebra hereby declares that this device is in 
compliance with all applicable Directives, 2014/30/EU, 2014/35/EU and 2011/65/EU. 
The full text of the EU Declaration of Conformity is available at the following internet 
address: http://www.zebra.com/doc.

TURKISH WEEE Statement of Compliance
EEE Yönetmeliğ ine Uygundur

High/low/high/low beep

Low/medium/high beep

Medium beep

4 long low beeps

bar code scanned

High/low beep

Low/high beep

Off
Green

Red

Off

Green

Red

Off Momentarily

Check system power.
Ensure that correct host
interface cable is used. Ensure bar code is not defaced; try scanning test bar code 

of same bar code type.

Scan appropriate host 
parameter bar codes. 
Ensure all cable connections 
are secure.  
Program the correct ADF rules.

Ensure scanner is programmed to read type of bar code 
scanned.

Select appropriate country and language encoding scheme.

Move scanner closer to, or further from bar code.  

Scan appropriate host parameter bar codes. 

For best results, aim the aiming dot at the 
center of the bar code. 

Cover the entire bar code with the aiming 
pattern to ensure it is within the field of view. 

Cover the entire bar code with the aiming 
pattern to ensure it is within the field of view. 

For best results, aim the aiming dot at the 
center of the bar code. 

DS3608 - HP/HD Aiming DS3608 - SR Aiming DS3608 - ER Aiming DS3608 - DP Aiming
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