**MC3190G Quick Start Guide**

**BATTERY REMOVAL/INSTALLATION**

1. Removing the Battery
2. Installing the Battery
3. Replace Battery in Slot
4. Connect Battery to Device
5. Charge Battery
6. Remove Battery from Slot

**CHARGING INSTRUCTIONS**

LED Indicators: Slow Flash = Normal Charge | Solid Amber = Full Charge | Fast Flash = Charging Error

**FEATURES**

- Display
- Indicator LED Bar
- Scan Button
- Keypad
- Scan Indicator
- Trigger
- Strap Lanyard
- Stylus
- Stored in Handle
- Spare Battery
- Charging LED
- Spare Battery Charging LED
- Charge LED Indicator
- Charge LED
- Indicator LED Bar
- Scanner
- Headset Connection
- Speaker
- Connector
- Comm/Charge Cables
- Rubber Boot
- POST IN WORK AREA

For more information, see the User Guide.
**MC3190G**

**Recommended Usage Guide**

---

**Optimum Body Posture for Low Scanning**

- Alternate left and right hands
- Taking breaks and task rotation recommended

**Optimum Upright Body Postures**

- Avoid extreme wrist angles

**Optimum Body Posture for High Scanning**

- Use a ladder
- Alternating left and right hand
- Taking breaks and task rotation recommended

---

Zebra and the Zebra head graphic are registered trademarks of the ZIH Corp. The Symbol logo is a registered trademark of Symbol Technologies, Inc., a Zebra Technologies company. © 2014 Symbol Technologies, Inc.