Use the template on the back side of this guide.

Place the template onto the wall, level and mark the four screw hole locations and drill holes.

1. Install top two screws into the wall.
2. The screw heads should protrude 12.7 mm (0.5") from the wall.
3. Align the mounting bracket's top two mounting holes with the screws. Place mounting bracket on screws.
4. Install and secure two screws at the bottom of the bracket.

**CAUTION:**

Use mounting hardware (screws and/or anchors) appropriate for the type of wall you are mounting the bracket onto. The Wall Mount Bracket mounting slots dimensions are 5 mm (0.2 in.). Fasteners must be able to hold a minimum of 25 Kg (50 lbs.)

For proper installation consult a professional installer. Failure to install the Wall Mount Bracket properly can possibly result in damage to the hardware.

Use the template on the back side of this guide.
Mounting Multiple Brackets

When mounting multiple brackets on a wall:

- Place brackets next to each other so that the brackets touch.
- Distance from top mounting hole of one bracket to top mounting hole of next bracket should be 254 mm (10 in.) minimum.
- Vertical space between brackets should be 131 mm (5.2 in.) minimum.
- Lowest bracket should not be less 610 mm (24 in.) from the floor.
- Maximum of four brackets vertically.

Refer to the *MC95XX Series Mobile Computer Integrator Guide* for detailed instructions for installing cradles and chargers on the brackets.