Charging/Notification LED:
- Slow blinking amber: Battery charging
- Solid green: Fully charged
- Fast blinking amber: Charging error
- Slow blinking red: Charging aged battery
- Solid red: Fully charged aged battery
- Fast blinking red: Charging error aged battery
- Slow blinking blue: Application notification
- Green: Good Decode
1. Insert the bottom of the battery into the battery compartment.
2. Rotate the battery down into the battery compartment.
3. Press the battery down until it snaps into position.

**DATA CAPTURE OPTIONS**

**Imaging**

1. Ensure that an application is open and a text field is in focus (text cursor in text field).
2. Point the exit window at the barcode.
3. Press and hold the **Scan** button.
4. The red laser aiming pattern turns on to assist in aiming.

When the TC75 decodes the barcode the Data Capture LED lights green and a beep sounds.

5. Release the **Scan** button.

For more information, see the **TC75 User Guide** and the **TC75 Integrator Guide** available at: http://www.zebra.com/support.

**Camera Photo**

1. Press the Camera application.
2. Point the TC75 camera at an object.
3. Touch the on-screen shutter button.

**ACCESSORIES**

**Holster**

1. Press the Power button until the menu appears.
2. Touch **Battery Swap**.
3. Touch **Battery Swap Mode**.
4. Touch **Continue**. The Data Capture LED turns red.

**Trigger Handle**

5. Touch **Continue**. The Data Capture LED lights red.

6. Wait for the LED to turn off.

7. Unlatch the hand strap. Push the hand strap clip up toward the top of the TC75 and then lift.

8. Press the battery release latches in and lift the battery from the TC75.

9. Insert the battery into the battery compartment.

10. Rotate the battery down into the battery compartment.

11. Press the Power button to turn on the TC75.