**Wall Mounting**

Use the wall mounting bracket as a template. Place the bracket onto the wall, level and mark the five screw hole locations.

1. Install top three screws into the wall.
2. Align the top three mounting holes with the screws.
3. Place mounting bracket on screws.
4. Secure the mounting bracket to the wall by tightening the three screws.
5. Install and secure two screws at the bottom of the bracket.

**Power Supply Installation**

Place power supply onto mounting shelf with the DC output connector and fan facing out and with the fan on top.

**Four Slot Ethernet Cradle Installation**

1. Align the two slots in the back of the cradle with the two cradle alignment tabs on the bracket.
2. Secure the cradle to the mounting bracket with two M4.0 screws supplied with the bracket.
Four Slot Battery Charger Installation

The Four Slot Spare Battery Charger has four mounting slots on the back. Around the slots are guides that assist in proper alignment of the charger onto the mounting bracket. Gravity holds the charger in place.

Position the charger over the mounting studs and slide the charger into place. Ensure that the charger is seated properly.

Wiring

The AC line cord provides AC power to the power supply. The mounting bracket power cable provides power from the power supply to the Four Slot Ethernet cradle and the Four Slot Spare Battery Charger.

Ensure that the AC line cord is long enough to reach from the AC power source to the power supply.

1. Route the AC line cord through the right cable slot of the bracket.
2. Plug the AC line cord into the power supply AC input connector.
3. Route the power supply connector of the power cable through the cradle channel and out the left side of the cradle.
4. Plug the power cable connector into the DC output connector on the power supply.
5. Plug the charger power plug into the Four Slot Ethernet cradle input power connector.
6. Plug the AC line cord into an AC power source.

11. Plug the AC line cord into an AC power source.

Placing a Battery in the Charger

When placing a spare battery into the Four Slot Spare Battery Charger, ensure proper orientation of the battery.

Mounting Multiple Brackets

When installing multiple brackets on a wall:

- Each mounting bracket must be 25.4 cm (10 in.) from the top of one bracket to the top of the next bracket.
- The bottom of the last bracket must be at least 61 cm (24 in.) from the floor.
- When mounting brackets next to each other the tabs must at least touch each other to ensure minimum distance between brackets.