AirDefense Enterprise Appliance – Model 1150
Rackmount 1U 2.8GHz Pentium®4 Entry-level Appliance

The AirDefense 1150 Appliance accommodates a single 2.8 GHz Pentium® 4 processor that provides excellent single-processor server performance with Hyper-Threading Technology. It features 1 GB DDR-400MHz memory modules with Error-Correcting Code (ECC) memory support and 36 GB 10,000 RPM SCSI Hard Drive. Packaged in a rack-optimized 1U chassis.

Processor Options
Single Pentium® 4 processor with 1MB L2 cache and 800 MHz FSB

Memory
- 1 GB RAM
- Error Correcting Code single-bit correction, and multiple-bit error detection & memory scrubbing

Hard Drive
36GB, 10,000 RPM Ultra 320 SCSI drive

Chip Set
Intel® 7210

Cache
1 MB L2 cache

Comm. Ports
- Front: 1 video, 1 Universal Serial Bus (USB 2.0), ID push button with LED, power on/off button
- Rear: 1 9-pin serial, 2 Universal Serial Bus (USB 2.0), 1 15-pin VGA connector, 2 stacked RJ-45 ports, PS/2 mouse, PS/2 keyboard, ID push button with LED

NIC
Dual Broadcom BCM5721 Gigabit NIC

Bays
CD-ROM

Power
- 1 x 300W non-redundant, auto-ranging 110/220V
- Power Supply providing 100 - 240V, 60-50Hz, 5 Amp

Dimensions
1U rack height (1.7"/ 43mm H x 17.2"/ 437mm W x 19.8"/503mm D)

Weight
- Max weight 31 lbs/ 14.1 kg (without packaging);
- Max. weight 35 lbs/15.5 kg (with packaging)

Environmental
- Operating Temperature: 10° C to 35° C (50° F to 95° F)
- Operating Relative Humidity: 8% to 90% (non-condensing)
- Storage Temperature: -40° C to 65° C (-40° F to 149° F)

All specifications listed above subject to change without notice.
For more information regarding AirDefense products, contact AirDefense at 770.663.8115 or www.airdefense.net